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Abstract 
 
Titanium dioxide – bismuth tungstate composite materials were prepared by 
pulsed DC reactive magnetron sputtering of bismuth and tungsten metallic 
targets in argon/oxygen atmosphere onto anatase and rutile titania 
nanoparticles. The use of an oscillating bowl placed beneath the two magnetrons 
arranged in a co-planar closed field configuration enabled the deposition of 
bismuth tungstate onto loose powders, rather than a solid substrate. The atomic 
ratio of the bismuth/tungsten coatings was controlled by varying the power 
applied to each target. The effect of the bismuth tungstate coatings on the phase, 
optical and photocatalytic properties of titania was investigated by by X-ray 
diffraction, energy-dispersive X-ray spectroscopy (EDX), Brunauer–Emmett–
Teller (BET) surface area measurements, transmission electron microscopy 
(TEM), UV-visible diffuse reflectance spectroscopy and an acetone degradation 
test. The latter involved measurements of the rate of CO2 evolution under visible 
light irradiation of the photocatalysts, which indicated that the deposition of 
bismuth tungstate resulted in a significant enhancement of visible light activity, 
for both anatase and rutile titania particles. The best results were achieved for 
coatings with a bismuth to tungsten atomic ratio of 2:1. In addition, the 
mechanism by which the photocatalytic activity of the TiO2 nanoparticles was 
enhanced by compounding it with bismuth tungstate was studied by microwave 
cavity perturbation. The results of these tests confirmed that such enhancement 
of the photocatalytic properties is due to more efficient photogenerated charge 
carrier separation, as well as to the contribution of the intrinsic photocatalytic 
properties of Bi2WO6.  
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1. Introduction 
 
The presence of volatile organic compounds (VOCs) in the ambient air is a major 
environmental concern. As the level of pollution may vary significantly 
depending on the location, the choice of depollution method presents an 
important task [1]. Photocatalytic depollution is proven to be a process that 
could potentially replace conventional methods of VOCs destruction; through the 
process of photocatalytic oxidation, it leads to the formation of simple and non-
toxic end products, such as H2O and CO2.  Consequently, the capability of 
photocatalytic materials in VOC destruction is often used for testing their 
efficiency as photocatalysts. Of the model VOCs pollutants, photocatalytic 
materials are most frequently tested for their ability to destruct acetone[1-5], 
formaldehyde [6], methanol[1, 7], benzene[5, 8], phenol[9, 10] and toluene[5, 9, 
11, 12].  
Of the known photocatalytic materials, titanium dioxide, or titania, in anatase 
form is typically the photocatalyst of choice for various environmental 
remediation processes, due to its low cost, chemical stability and low toxicity. 
However, TiO2 possesses some remarkable drawbacks often mentioned in the 
literature. Thus, the relatively high band gap value of TiO2 (3.2 eV for the anatase 
phase) means that only the UV part of the spectrum (around 4% of sunlight) can 
be used for its activation. Moreover, titanium dioxide is characterised with low 
separation efficiency of photoexcited charge carriers, which makes its use a 
rather challenging task for real industrial waste management. Various strategies 
for the modification of titanium dioxide have been proposed to date, with doping 
with transition metals [13-15] and non-metallic [15, 16] elements being the most 
conventional methods. However, the photocatalytic activity of modified 
materials is often not comparable with that of unmodified TiO2, due to higher 
rates of photogenerated charge carrier recombination.  
Coupling titanium dioxide with narrow band semiconductors is a method 
currently being widely explored; it typically results in enhancement of optical 
abilities of the material, as well as improved separation of photogenerated 
charge carriers. Thus, titanium dioxide is reported as having been coupled with 
such materials, as CdS [17], WO3 [18], Cu2O[19], etc. Bismuth tungstate (Bi2WO6) 
is gaining increasing popularity as a narrow band gap semiconductor that 
exhibits good photocatalytic properties under visible light irradiation [20, 21]. 
Several successful attempts to couple bismuth tungstate with titanium dioxide 
have been reported recently. The main preparation methods described are a 
hydrothermal method [10, 22-24], electrospinning [25, 26] and dip-coating [27]. 
Synergistic effects between TiO2 and Bi2WO6 are reported to promote more 
efficient separation of photogenerated electrons and holes [24], as well as 
introducing visible light activity to the composite material, as Bi2WO6 can be 
excited by visible light and its photogenerated holes can move to the valence 
band of TiO2.  
Magnetron sputtering represents a well-established technique for the deposition 
of metallic and ceramic coatings onto various substrates [28]. It has been shown 
recently that reactive co-sputtering of bismuth and tungsten targets can be used 
for the deposition of visible light-active photocatalytic bismuth tungstate 
coatings [29]. Magnetron sputtering, though, is not typically used for deposition 
onto powders, due to the difficulty of achieving uniform coverage from a 
predominately “line of sight” process. However, the use of an oscillating bowl 
taken from a vibrating bowl feeder mechanism [30] enables the deposition of 
materials onto nanoparticulates in a single stage process. The bowl oscillates 
vertically, but springs connected between the electromagnet and the base plate 
are designed to also impart a lateral moment to the oscillation. The resulting 
motion causes particles in the bowl to roll or hop in a circular path around the 
bottom of the bowl, underneath a pair of magnetrons. In the present work, 
magnetron sputtering from a dual source was used to deposit bismuth tungstate 
onto titanium dioxide anatase and rutile nanoparticulates, which were oscillated 
in the bowl positioned under the magnetrons. This is a new technique, and to the 
best of our knowledge, reactive co-sputtering of bismuth and tungsten from 
metallic targets onto titania nanoparticulates has not been previously reported 
elsewhere in the literature.   
The present study, therefore, describes the deposition of bismuth tungstate onto 
commercially available titanium dioxide nanoparticles (Crystal Global PC500 and 
Sigma Aldrich rutile titania) and the testing of the materials for their ability to 
degrade acetone as a model VOC compound (and one of the most important air 
pollutants [31]). Charge carrier dynamics of the titania powders before and after 
coating was studied with a microwave cavity perturbation method [32, 33].  
 
2. Materials and methods 
 
2.1. Deposition 
The bismuth tungstate coatings were deposited in a single stage process in a 
vacuum coating system that included two 300mm x 100mm planar unbalanced 
type II magnetrons [28] installed on the top of the chamber facing the oscillator 
bowl in a closed field configuration. The schematic representation of the setup if 
given in the Figure 1. The bismuth target was fitted to one of the magnetrons, 
and the tungsten target to the other one (both targets were 99.5% purity and 
bonded to copper backing plates). The targets were sputtered in reactive mode 
in an argon/oxygen atmosphere, at a partial pressure of 0.4 Pa. The flow of gases 
was controlled with mass flow controllers (10 sccm of Ar and 20 sccm of O2). The 
magnetrons were powered in pulsed DC mode using a dual channel Advanced 
Energy Pinnacle Plus power supply; a pulse frequency of 100 kHz and duty of 
50% (synchronous mode) were used for all the deposition runs. The powers 
applied to the targets were varied to vary the Bi/W content in the films (100-
200W for the Bi target and 400-450W for the W target).  
For each run, a 10g charge of titania particles was loaded into the bowl, and then 
the chamber was evacuated to a base pressure of lower than 1x10-3 Pa. The 
particles used were PC500 anatase titania from Crystal Global (particle size 5-10 
nm); an additional set of identical coatings was also deposited onto rutile titania 
(Sigma Aldrich) with a particle size of ≤100nm. The deposition time was 1 hour 
for all the coatings studied.  
 
Figure 1. Schematic representation of powder coating sputtering rig in dual co-planar configuration 
 
2.2. Characterization 
The X-ray diffraction patterns of the samples were obtained using a Panalytical 
Xpert diffractometer with CuK1 radiation at 0.154 nm over the range 20 to 70 
o2; the accelerating voltage and applied current were 40 kV and 30 mA, 
respectively. The composition of the powders was determined using EDX (EDAX 
– Trident on Zeiss Supra 40 FEGSEM). The specific surface areas of the materials 
were determined with Brunauer–Emmett–Teller (BET) surface area 
measurements, which were made using a Micromeritics ASAP 2020 system. 
Samples were heated for 12 h at 300 °C prior to analysis and surface areas were 
calculated from nitrogen adsorption data in the range of relative pressures 
between 0.05 and 0.3 using the BET model. Optical properties of the materials 
were determined from UV-visible diffuse reflectance spectra recorded with an 
Ocean Optics USB4000 spectrometer equipped with a diffuse reflectance probe. 
Selected samples have been analysed with TEM (FEI Tecnai FEGTEM Field 
Emission gun TEM/STEM fitted with HAADF detector, FEI, Cambridge, UK).  
 
2.3. Photocatalytic activity assessment (acetone degradation test) 
The photocatalytic activities of the powders were assessed using an acetone 
degradation test. The degradation of acetone was performed in purpose-built 
reaction cell equipped with a quartz glass window. The fixed amount of 
photocatalyst was evenly spread over a 55 mm glass plate and placed into the 
reaction cell; 1 ml of liquid acetone was introduced to the cell with a syringe. The 
amount of photocatalyst was varied, depending on the substrate used, to get a 
detectable response during a 1 hour experiment. For this work 1g of the anatase 
powders and 10g of the rutile powders were used for each measurement.  
The photocatalytic decomposition process of acetone can be summarised using 
the following equation:  
𝐶3𝐻6𝑂 + 4𝑂2
𝑇𝑖𝑂2
ℎ𝜈>3.2𝑒𝑉
→       3𝐶𝑂2 + 3𝐻2𝑂 
 
A CO2 detector (Vaisala CARBOCAP® carbon dioxide meter used with a Vaisala 
GM70 2000 ppm probe) was incorporated into the reaction cell. The reaction cell 
was kept in the dark for 30 min at room temperature to reach the adsorption-
desorption equilibrium, then irradiated with the simulated visible light source 
for a total time of 1h. The visible light source was simulated by combining a 
fluorescent lamp (Sunlite 8W white LED) with a 395nm long-pass filter (Knight 
Optical, UK). The emission spectrum of the irradiation source used for 
photocatalytic testing was recorded with an Ocean Optics USB400 spectrometer 
and is presented in Figure 2.  
 
 
Figure 2. Spectrum of the fluorescent light source used for photocatalytic testing (with UV filter) 
2.4. Charge carrier dynamics study (microwave cavity perturbation) 
The dynamics of the photogenerated charge carriers were studied using a 
microwave cavity perturbation method. This technique provides a simple and 
contactless method for qualitative study of charge carrier dynamics. Microwaves 
are directed via the waveguide through an aperture into a cavity. Placing the 
photocatalytic sample into the cavity and exposing it to UV/visible irradiation 
results in a shift of the resonant frequency position and attenuation of the 
microwave power. The time dependence of the attenuation of the microwave 
power provides a profile of the production of free charge carriers [32, 34]. This 
phenomenon takes place due to the production of heat (phonons) by free 
carriers, which in turn reduces the ability of the cavity to store energy [34]. Upon 
switching off the light the charge carriers recombine. 
Microwave measurements were carried out using a Marconi IFR 6823 
programmable scalar analyser connected to a rectangular waveguide and 
cylindrical cavity. The detailed description of the setup is given elsewhere [33].  
Powdered samples (2.0 g) were placed to the cavity and irradiated with the same 
light source as used for the acetone degradation test described earlier (with a 
395 nm long pass filter).  
 
3. Results and discussion  
 
3.1. Coatings overview 
 
A summary of the deposition conditions, and compositional properties of the 
coatings measured by EDX are summarised in Table 1.  
 
Table 1. Overview of deposition conditions and elemental ratios of  coated and uncoated titania powders 
Sample ID Substrate Power on 
Bi target, 
W 
Power on 
W target, 
W 
At. % Ti / 
at. % Bi / 
at. % W  
Bi/W ratio 
A0 Anatase 
(PC500) 
- - 100/0/0 - 
A1 Anatase 
(PC500) 
200 400 89/9/2 4.5/1 
A2 Anatase 
(PC500) 
150 450 88/8/4 2/1 
A3 Anatase 
(PC500) 
120 480 90/5/5 1/1 
R0 Rutile - - 100/0/0 - 
R1 Rutile 200 400 92/8/2 4/1 
R2 Rutile 150 450 88/8/4 2/1 
R3 Rutile 120 480 88/6/6 1/1 
 
As can be seen from the results presented in Table 1, the deposition of bismuth 
and tungsten oxides onto anatase and rutile powders resulted in coatings with 
very similar compositions under identical deposition conditions. The results of 
EDX elemental mapping (not given here) revealed that both bismuth and 
tungsten were distributed evenly across the surface of the titania powders, with 
no visual difference between the two powder types. It is known that bismuth is 
characterised with a relatively high sputtering yield due to polyatomic 
sputtering [35]; this was confirmed earlier for the deposition of bismuth 
complex oxides [29, 36] onto flat substrates. The EDX data presented in Table 1 
also confirms that the sputtering yield of bismuth is considerably higher than 
that of tungsten; thus, ratios of powers applied to the bismuth and tungsten 
targets of 1:2, 1:3 and 1:4 resulted in Bi/W ratios in the coatings of 4.5:1, 2:1 and 
1:1.  
 
3.2. X-ray diffraction (XRD) 
 
X-ray diffraction was used to characterize the phase structure of coated and 
uncoated titania particles. The XRD spectra of the coatings are given in Figure 3 
a-b. As evidenced from the XRD patterns, all the diffraction patterns can be 
indexed to the corresponding phase of the titanium dioxide substrate only. Thus, 
for anatase titania major peaks were found at 25.3°, 37.8°, 48.0°, 55.1° and 62.7° 
(JCPDS: 21–1272). Rutile powders exhibited characteristic rutile peaks at 27.4°, 
36.1°, 41.2°, 44.1°, 54.3°, 56.6°, 62.7° and 64.0° (JCPDS: 21–1276). The absence of 
bismuth tungstate peaks of the XRD patterns can be explained by the low 
fraction of the coatings within the sample, compared to the titania, along with a 
weaker diffraction response could be the cause of a pure titania XRD patterns. 
 
 
Figure 3. XRD patterns of bismuth tungstate-coated and uncoated titania samples; a – anatase PC500 titania 
substrate; b – rutile titania substrate 
 
3.3. Brunauer–Emmett–Teller (BET) surface area 
 
The surface areas of the samples were determined by N2 adsorption / desorption 
using the Brunauer–Emmett–Teller (BET) method. The surface areas values are 
given in the Table 2. It should be noted that surface areas of the anatase powders 
were approximately 10 times higher than those of the rutile powders. This fact 
has been considered by the authors when testing and discussing the 
photocatalytic performance of the materials. Essentially, due to the difference in 
surface areas, the photocatalytic responses of the two different titania powder 
types should not be compared directly.  
Deposition of bismuth tungstate resulted in lower BET surface area values for 
either type of titania substrate used. In addition, the reduction in the surface area 
was greater as the ratio of Bi/W decreased, i.e., as the W content increased. Such 
reduction of the surface area is most likely due to the presence of tungsten oxide 
plates with low surface area in tungsten-rich samples.  
 
Table 2. Surface area, band gap values and acetone degradation rate constants for coated and uncoated 
titania powders 
Sample ID BET surface 
area, m2/g 
Band gap, eV Wavelength of 
the light 
required for 
photoactivation, 
nm 
Visible light 
acetone 
degradation 
constant, min-
1m-2  
A0 345 3.20 387 1.08×10-5 
A1 314 3.04 408 2.81×10-5 
A2 309 2.99 415 5.56×10-5 
A3 263 2.97 417 4.52×10-5 
R0 30 3.12 397 0.53×10-5 
R1 30 3.01 412 1.31×10-5 
R2 29 2.99 415 1.83×10-5 
R3 28 2.99 415 1.30×10-5 
 
3.4. UV-visible diffuse reflectance spectroscopy  
 
Figures 4 a-b show the diffuse reflectance data for the anatase and rutile 
samples, respectively. The band gap values were calculated using Tauc plots of 
[F(R) hυ]0.5 versus hυ, where F(R) is the Kubelka-Munk function, and hυ is the 
incident photon energy. The estimated values of the band gap are given in Table 
2. It can be seen that band gap values of anatase  PC500 and rutile particles are in 
good agreement with the literature band gap data, typically given as 3.2 eV [37] 
and 3.1 eV [38], respectively. The band gap of bismuth tungstate is typically 
reported to be 2.6-2.8  eV, depending on the production method [39, 40]. The 
band gap of bismuth tungstate coatings deposited by pulsed DC reactive 
magnetron sputtering onto flat substrates is reported to be around 2.75 eV [29].  
It is obvious from the data that the deposition of bismuth tungstate resulted in 
significant band gap narrowing for both types of titania substrate used.  
 
 
Figure 4. UV-visible absorbance spectra of bismuth tungstate-coated and uncoated titania samples; a – anatase 
PC500 titania substrate, b – rutile titania substrate. Insert of the graph a shows an example of Tauc plot band 
gap calculation for sample A2. 
 
3.5. Transmission electron microscopy (TEM) 
 
The microstructures of plain and coated titania particles was further studied by 
TEM and high resolution TEM. The representative TEM images of bismuth 
tungstate-coated and uncoated anatase and rutile powders are given in Figures 5 
a-f. Comparing uncoated anatase (Figure 5a) and rutile particles (Figure 5c) to 
the coated ones (Figures 5b and 5d, respectively), it can be seen that coatings 
look distinctively different, depending on the type of substrate used. It appears 
from the images that the deposition of bismuth tungstate coatings onto PC500 
anatase titania particles resulted in uniform coverage of the particles, while for 
the rutile particles, bismuth tungstate can be seen in the form of small clusters 
on the particles surface. This can be explained by the size difference of the two 
different types of titania and hence the difference in their dynamics of movement 
in the oscillating bowl during deposition. Additionally, crystal planes were 
identified from the lattice fringes of HRTEM images. For anatase titania, in 
accordance with the XRD data, lattice fringe spacings were estimated as 0.35 nm, 
which corresponds to the (101) plane of anatase titania (JCPDS: 21–1272). For 
rutile titania fringe spacings were estimated as 0.32 nm, which corresponds to 
the (110) plane of rutile titania (JCPDS: 21–1276). A representative HRTEM 
image of coated titania is shown in Figure 5e (sample A2); the fringe spacing was 
ca. 0.315 nm, which can be attributed to the (131) plane of bismuth tungstate; 
Bi2WO6 (JCPDS: 39-256). It is worth noting that the as-deposited bismuth 
tungstate was in crystalline form, without any further thermal treatment applied 
to the samples. While no significant differences could be seen between TEM 
images of samples with Bi/W ratios of 4.5:1 and 2:1, the some deposits of 
amorphous tungsten oxide (as identified by EDX) could be seen on the HRTEM 
images of tungsten-rich samples (Bi/W ratio of 1/1). The example of amorphous 
tungsten oxide deposit is shown in the Figure 5f. 
 
 
Figure 5. a – TEM image of uncoated anatase PC500 titania; b – TEM image of bismuth tungstate-coated 
anatase PC500 titania (sample A2); c – TEM image of uncoated rutile titania; d – TEM image of bismuth 
tungstate-coated rutile titania; e – HRTEM image of sample A2; f – HRTEM image of amorphous tungsten oxide 
deposit (sample A3) 
  
 
3.6. Photocatalytic activity assessment (acetone degradation) 
 
Acetone is a model pollutant extensively used for photocatalytic activity 
assessment, because of its ease of mineralisation without the formation of 
gaseous intermediates [9].  
As the surface areas of the anatase and rutile powders differed significantly, the 
amount of sample used to attempt to degrade 1ml of acetone was varied 
depending on the substrate used (1g for anatase and 10g for rutile powders). It 
should be noted here that the aim of the study was not to compare the 
photocatalytic performance of coated anatase to coated rutile, rather to 
investigate the effect of bismuth tungstate coatings on each of these types of 
TiO2. The plot of the regression curve of the natural logarithm of normalised CO2 
concentration versus experiment time was approximately linear, indicating that 
the acetone degradation reaction followed pseudo-first order kinetics. The CO2 
evolution kinetics are presented in Figure 6, in the form of ln(Ct/Ct=0) as a 
function of irradiation time, where Ct is CO2 concentration at time t, and Ct=0 is 
the CO2 concentration at the beginning of the experiment. Additionally, first 
order rate constants were calculated from the gradients of CO2 evolution graphs 
and normalised per unit of surface area, for ease of comparison; the results are 
presented in the Table 2. Additional tests were carried out without the presence 
of photocatalyst, as well as with anatase PC500 and rutile titania in the dark – no 
detectable CO2 evolution was recorded for either of these experiments.  
 
 
Figure 6. CO2 evolution kinetics in contact with bismuth tungstate-coated and uncoated titania samples under 
visible light irradiation; a – anatase PC500 titania substrate; b – rutile titania substrate 
From the CO2 evolution graphs given in Figure 6, it is clear that deposition of 
bismuth tungstate onto titanium dioxide particles resulted in significant 
increases of photocatalytic activity under visible light irradiation. As expected, 
due to the relatively high estimated band gap values of the uncoated anatase and 
rutile powders, their photocatalytic performance was quite low. It is evident that 
of the samples studied, the highest CO2 evolution rate was recorded for samples 
A2 and R2. It can be seen that with further decreases of Bi/W ratio (samples A3 
and R3), there is a significant decrease in photocatalytic activity, possibly due to 
the fact that, according to the TEM data, some amorphous tungsten oxide was 
present in the tungsten-rich samples.  
However, from the results of the acetone degradation tests it is not yet clear 
whether the increase in photocatalytic activity under visible light for coated 
powders is solely due to the band gap narrowing, or that the deposition of 
bismuth tungstate also resulted in extended lifetimes of photogenerated charge 
carriers, compared to uncoated titanium dioxide. Therefore, a microwave cavity 
perturbation technique was employed to study the dynamics of the 
photogenerated charge carriers.  
 
3.7. Microwave cavity perturbation (charge carrier dynamics) 
 
The shifts in cavity microwave power for coated and uncoated titania particles 
are given in Figures 7 a-b, for anatase and rutile titania, respectively. The data 
shown relate to the response of the titania particles to changes of the microwave 
power. As the changes in microwave power are proportional to the changes in 
conductivity, due to the production of the free charge carriers [34], higher values 
of microwave power attenuation mean that more active species are generated 
when powder is exposed to the light. From the data depicted in Figure 7, it can 
be seen that charge carrier generation is almost fully suppressed in uncoated 
anatase and rutile powders, which would be expected due to the relatively high 
band gap values of uncoated titania. However,  all of the bismuth tungstate-
coated anatase samples exhibited greater charge carrier generation, compared to 
uncoated PC500 titania, while for rutile powders higher carrier generations rates 
were seen only for samples R2 and R3, while sample R1 showed very low 
changes in microwave power, comparable to those of the uncoated rutile 
particles. Despite higher rates of charge carrier generation in the light-on cycle, 
rapid recombination rates of the charge carriers can be seen for samples A1, A3 
and R3 after switching the light off. However, samples A2 and R2, with bismuth 
to tungsten ratios of 2:1, clearly exhibit different dynamics of charge carrier 
generation and relaxation, compared to the rest of the samples studied. It is 
evident that the deposition of bismuth tungstate with this elemental ratio 
resulted in much higher values of attenuated power, suggesting larger numbers 
of free charge carriers being produced during the irradiation cycle. Moreover, 
even 15 min after switching off the light source, large number of charge carriers 
still persist in samples A2 and R2. It is known that the separation efficiency of 
free charge carriers is an extremely important factor for enhancing 
photocatalytic activity. Therefore, the higher photocatalytic activity of samples 
A2 and R2 in terms of acetone degradation can be partly attributed to the longer 
lifetime of photogenerated charge carriers, rather than simply to the band gap 
narrowing.  
 
Figure 7. Shifts of the microwave power for coated and uncoated titania powders during consecutives periods 
of light exposure and darkness under visible light; a – anatase PC500 titania substrate; b – rutile titania 
substrate. 
Furthermore, the distinctively different charge carrier dynamics of samples A2 
and R2, along with their higher photocatalytic activity, implies that, as well as 
lowering the band gap of TiO2 and extending the lifetime of photogenerated 
charge carriers, bismuth tungstate coatings at Bi/W atomic ratios of 2:1 possess 
intrinsic photocatalytic properties. This finding is in line with the earlier results 
for reactive magnetron-sputtered bismuth tungstate coatings deposited onto flat 
amorphous substrates [29], where the photocatalytic activity for Bi/W of 2:1 was 
found to be superior to the coatings with different Bi/W ratios, even if the latters 
band gaps were lower.  
 
4. Conclusion 
 
Composite materials based on commercially available anatase and rutile titania 
particles and bismuth tungstate coatings were produced by pulsed DC reactive 
magnetron sputtering. The ratio of bismuth / tungsten was varied by varying the 
power applied to the targets. The use of an oscillating bowl mechanism enabled 
deposition of the coatings onto powders. It should be noted that the deposited 
bismuth tungstate coatings were crystalline without any further thermal 
treatment applied. It was shown that deposition of bismuth tungstate onto 
titania results in higher levels of visible light-responsive activity of acetone 
degradation, compared to uncoated titania particles. In addition, the deposition 
of bismuth tungstate resulted in band gap narrowing and extended lifetime of 
photogenerated charge carriers, according to the data obtained by a microwave 
cavity perturbation method.  Of the samples studied, the best photocatalytic 
efficiency was obtained for the samples with a Bi/W ratio of 2:1, regardless of 
the type of titania substrate used. Overall, deposition of bismuth tungstate onto 
titania particulates by reactive magneton sputtering appears to be a promising 
method of enhancing the visible light photocatalytic activity of commercially 
available photocatalytic materials.   
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